#8-2/0 CU7AL W/ 1/2” HEX HEAD
= LINE, LOAD, & NEUTRAL

//////SOLD TOP

MOUNTING EMBOSS

W/ 5/16 DIA KO (6) PLACES

@

% 5 13/32
Q 10 7/8
[ ]| Tz
Alle
3/4 KO
(2) PLACES %
METER GUIDES MUST BE
POSITIONED TO OUTSIDE
AS SHOWN
B 0
NOTES: )
1) FINISH: GRAY 31/2 ‘
2) CABINET: 16 GA GALV. STEEL | | \ 8 \
3) 125 AMP CONTINUOUS,
600 VAC, 1 PHASE, 3 WIRE e
4) EATON LABEL ATTACHED - =
TO THE END OF THE CARTON
5) PALLETIZE 128 UNITS PER PALLET. —
PALLET & CARTON IS NOT TO EXCEED "%
— 0 O
6) EATON LOGO STAMPED IN E&\g’a’ QL
LOWER LEFT—HAND CORNER OF FRONT. E&E"”’ I
7) TEMPORARY CARDBOARD METER ,g*s”” ZQ 5/16 DIA KO
OPENING COVER PROVIDED. \\E\”,\Q,})’f 1=1/4, 1, 3/4, 1/2 KO
N 2. 1-1/2, 1-1/4, 1 KO
8) SAFETY LABEL IS LOCATED ON THE \ﬁ’/ = (2) PLACES
UPPER LEFT—HAND CORNER OF THE FRONT
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